
24V 2.5 kWh LFP battery

Key Points

Ruggedised in a familiar enclosure

The EdgeVOLT-S battery is designed
to match the size, shape, and weight
of a standard Military Jerry can,
ensuring it fits seamlessly into any
standard Jerry Can holder. With
mission-selectable ancillary adaptors,
you can leave unnecessary weight
behind.

Hardened Weatherproof Case:
Built to withstand the toughest
conditions.
Versatile Orientation: Use the
battery in any position—side, face
or back to the ground.
Configurable Power: Utilize each
battery as a standalone power
source or connect up to 10
batteries to power larger devices
or provide longer runtime.
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BATTERY SYSTEM-(Small)

Parallel up to 10 Batteries to create a 25kWh bank

Maintain power with hot swappable Technology

 Charge with your available source - output performance to meet your requirements

Advanced Battery Management System



Parameter Value

Nominal Voltage 25.6V

Output Voltage Range 22 to 28.8 V DC

Module Capacity 2.56kWh

Cell Capacity 100Ah

Continuous Discharge Current 40A each connector. Total 80A

Max Charge Current 40A each connector. Total 80A

Electrical Specifications
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Mechanical Specifications
Parameter Value

Weight Approx. 22 KG

Dimensions (cm) 470 mm(H) x 358mm (W) x 165mm(D)

Enclosure Fibreglass 

Transport  Single Person lift / Vehicle Jerry Can Holder

For further information, please contact:
PHONE +61 (0) 424 191 664  EMAIL info@3me.technology

BATTERY SYSTEM-(Small)

Environmental  Specifications
Parameter Value

Cell Technology LFP

Discharge Temperature -20 C-55 Co o

Charge Temperature 0 C-55 Co o

Storage Temperature 0 C-35 Co o

Alternate cell chemistries to suit your environmental, energy density, cycle life or weight requirements
Options Available

Customised cables can be created 

Battery voltages of 5V DC to 60V DC avilable

Enclosure material can be changed to suit your environmental conditions i.e. corrosive, extreme etc. 

Alternate connectors can be used


